
MPA-CERTTFECATE
z-7 0150/23

MPA-Hannover, accredited laboratory for the testing of grinding tools,
has tested the following abrasive tools:

tools forwoodworking: ROTO RASPEL
max. rotational speed: 11,000 min-l, bore diameter:22.2 mm

outside diameterc: 115 mm, cutting edges 1.5 mm,2.0 mm and 2.5 mm
Test Reports : 2023 0 47 2 A1, 2023 0 41 2 A2 and 2023 0 41 2 A3

ROTO Kruna d.o.o.

Direktor: Roman Krunic,

Kralja Tomislava 44, 10410 Velika Gorica. Croatia

AII tested tools have fulfilled the safety requirements of
EN 847-1:2017 "Tools for woodworking - Safety requirements"

Only saw blades of the tested type, produced by the mentioned manufacturer, which
satist, the other requirements of EN 841-l are allowed to be marked u,ith the sigu:

MPA Z.10150

The implementation of a Quality-Management-System of the manufacturer is mandatory.
This cerlificate is only valid in connection with the above mentioned Test Reports and will expire on 2025.02.08

Regular, timely re-testing of the named tools can extend it.
The manufacturer has agreed to unannounced controls of the products during this period.

Garbsen, 2023.04.24
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